STEELMET INDUSTRIES

FASUR
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TECHNICAL DATA
Capacity 127 clamps of 250 mi flasks on
each tier. Total 254 OR
83 clamps of 500 mi flasks on
each tier, Total 166
Platform size ;407 x 407 approx.
Creerall
Dirnension : DxWaxH=54"x 407 x 45" approx.
Rotary Stroke ©  25mm fixed OR 38mm fixed OR
50mm fixed OR 70rmm fixed
(Select any one)
Speed ¢ Mariable between 50 - 260 rpm
Indication ;. Digital
Electric Motor  © 1 H.P A C motor.
Power Required : 230V 50 Hz Single Phase,
15 Amps Stabilized.
Light Grouting Required at the base of the equipment.
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TECHMICAL DATA
Capacity 169 clamps of 250 ml flasks OR
116 elamps of 500 ml flasks.
Threaded holes can be made to
hold assorted clamps.
Platform size 54" x 447 approx.
Cheerall
Dimension ¢ DxWxH=45 x5 x 217 approx.
Rotary Stroke @ 25mwm fized OR 38mm fixed OR
S0rmm fieed OR FOmm fixed
(Select any one)
Speed . Variable between 50 - 250 rpm
Indication : Digital
Electric Motor  : 0.5 HP A C mator.
Power Required © 230V 50 Hz Single Phase,
15 Amps Stabilized.
Light Grouting  :  Required at the base of the equipment.
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TECHNICAL DATA
Capacity ;105 clamps of 250 ml flasks OR
65 clamps of 500 mil Nlasks.
Threaded holes can be made to hald
assorted clamps.
Platform size 367 X 36" approx.
Orwverall
Dimension : DxWxH=38"x36"x 30" approx.
Rotary Stroke 38 mm Fixed OR 50 mm fixed OR
70 mm fixed. (Select any one)
Speed : Variable batwesan 50 - 250 rpm
Indication : Digital
Electric Motor : 05HFP AC motor.
Power Required : 230V 50 Hz Single Phase,

15 Amps Stabilized.
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TECHNICAL DATA

Capacity 15 clamps of 250mi flasks.
Threaded holes can be made to
hold assorted clamps.

Platfarm size 2 12%x 207 approx.

Overall

Dimension : DWW xH=15"x 21" x 10" approx.

Rotary Stroke  © 33 mm Fixed.

Speed : Variable between 50 - 250 rpm
controdled electrically with analogue
rmeter,

Electric Motor @ DC motor.

Fower Required : 230V 50 Hz single phase,

5 Amps Stabilized,

TECHNICAL DATA

Capacity 25 clamps of 250 mil flasks
Threaded holes can be made to hold
aszorted clamps.

Platform size 197 x 197 approx.

Crvarall

Dimension : DxWxH=46"x 30" x 66" approx.

Rotary Stroke ;. 38mm fixed OR 50 mm fixed
(Select any one)

Spead  Variable between 50 - 250 rpm

Indication ;. Digital

Temperature

Range : +10°CtoB0°C

Accuracy +=1°C

Indication Digital Temperature Indicatar.

lllumination Fluorescent tubes provided insida the
chamber with cyclic timer.

Shaker Motor @ 0.5 H.P. AC motor

Powar Required : 230V 50 Hz Single phase,
15 Amps stabilized.

Mote : without cooling also available
(Temp Range 10° C above ambient to 80° C}












